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Assortments Z08

2-Part EZ-Poxy Sticks Assortment
IBS No. 640P • 6 Items • 12 Pieces

Packaged in a labeled, locking steel drawer for easy storage & organization

IBS, INCORPORATED  1-800-678-1906

2-Part EZ-Poxy Sticks

Assortment No. 640P INCORPORATED

IBS No. AD-H

EZ-Poxy Aluminum Repair Putty  Stick 74508
Repairs and rebuilds anything made of aluminum

EZ-Poxy Plastic Repair Putty Stick 74507
Repairs and rebuilds anything made of ABS,
CPVC, & PVC plastic

EZ-Poxy Wood Repair Putty Stick 74506
Repairs and rebuilds anything made of wood

EZ-Poxy Aqua Repair Putty Stick 74505
Repairs and rebuilds anything made of fiberglass

EZ-Poxy Steel Repair Putty Stick 74502
Repairs and rebuilds anything made of steel

EZ-Poxy Concrete Repair Putty  Stick 74509
Repairs and rebuilds anything made of brick or concrete

APPLICABLE STANDARDS:
USDA - Meets the USDA requirements for use in federally inspected meat and poultry plants.
NSF - Certified by The National Sanitation Foundation for use in contact with drinking water.
ABS - Certified by The American Bureau of Shipping for use on marine vessels.

Epoxy Repair Products

IBS No. Name Description Applicable 
Standards

Cured 
Color

74509 EZ-Poxy Concrete Epoxy Stick
Concrete repair epoxy putty

Repairs and rebuilds anything 
made of concrete USDA Grey

74508 EZ-Poxy Aluminum Epoxy Stick
Alumium reinforced epoxy putty

Repairs and rebuilds anything 
made of aluminum USDA Grey 

Metallic

74507 EZ-Poxy Plastic Epoxy Stick
Plastic repair epoxy putty

Repairs & rebuilds anything 
made of ABS, CPVC, & PVC 
plastic

NSF White

74506 EZ-Poxy Wood Epoxy Stick
Wood repair epoxy putty

Repairs and rebuilds anything 
made of wood

USDA 
ABS

Light 
Wood

74505 EZ-Poxy Aqua Epoxy Stick
Underwater repair epoxy putty

Repairs and rebuilds anything 
made of fiberglass

USDA 
ABS White

74502 EZ-Poxy Steel Epoxy Stick
Steel reinforced epoxy putty

Repairs and rebuilds anything 
made of steel

USDA
ABS; NSF

Dark 
Metallic
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Aerosols

Spray Adhesive
IBS No. 74130

Spray Adhesive is a fast setting, waterproof 
adhesive for permanent or temporary bonds. 
Works on most any surface where an adhesive 
is needed. New formula complies with federal 
regulations regarding environmentally safe com-
ponents.

Temporary or Permanent Bond
Can be used to position without aggressively 
adhering. Allows movement after placement.

Flexible, Multiple Uses
Can be used on gaskets, trim, foam, ferrous, and 
non-ferrous metals.

Areas Of Use
Trim adhesive, gasket adhesive, sanding disc 
adhesive, molding adhesive.

Versatile
Bonds similar or dissimilar materials to each 
other.

Directions For Use
Shake well before using.
						              		
For Temporary Bond
Spray evenly and sparingly on one surface.

						                  Allow to dry.
						                  Press item to be adhered lightly into place.
						                  Can be easily removed and/or repositioned.

						                For Permanent Bond
						                  Spray evenly and sparingly on both surfaces to 		
                            				                be bonded. Allow to dry partially. Press together 		
					                	             and allow to dry under pressure.

						       Case Quantity = 12 Cans 

Aerosols & Chemicals S04

For Industrial / Professional Use Only

Keep Out Of Reach Of Children

Always Read Label For Complete Directions And Precautions

• Non Chlorinated	
• Non-Ozone Depleting
• Wide Web Spray
• High Solids
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Aerosols & Chemicals S04

R.T.V. Gasket Maker & Sealer
With Spray Can Application

 IBS No. 74131 - Black
IBS No. 74133 - Clear

R.T.V. Gasket Maker & Sealer is a single component room temperature vulcanizing silicone rubber. 
When applied as a formed-in-place gasket, it reacts with moisture in the air and cures to a rubber like 
product. RTV will adhere to clean metal, glass, most types of wood, silicone resin, vulcanized silicone 
rubber, ceramic, natural and synthetic fiber as well as painted and many plastic surfaces. R.T.V. Gas-
ket Maker & Sealer has the convenience of a spray which means no more messy tubes and much less 
waste. With R.T.V. Gasket Maker & Sealer you can lay down a precise bead every time and claim 98% of 
R.T.V. from every can. Seals, bonds, and caulks. Makes any shape and size gasket on the spot.

Tough Silicone Adhesive - Adheres to and bonds natural and 
synthetic fibers, glass, metal, wood, other silicone rubber, hard-
to-stick-to plastics, masonry products, etc.

Numerous Maintenance Applications - Seals against water, 
air, chemicals, oils and grease. Fills crevices and irregularities 
in joints. Waterproofs porous materials and perfect for weather-
stripping. Insulates against shock and vibration and is a great 
electrical insulator. A perfect gasket maker for just about any-
thing.

Typical Uses - Gasketing pumps, oil pans, valve covers, gear 
boxes and compressors.

General Uses - Seals windows, pipe joints, parts. Bonds gas-
kets, appliance parts, sign letters. Caulks joints duct work, equip-
ment housings.

Resists Against - Fungus, ozone, weathering, aging, chemicals, 
aliphatic and aromatic compounds and shrinking.

Typical Property Characteristics - Tack-free in just 5 minutes 
and cure time at 1/8" thickness is just 24 hours. Tensile strength 
350 psi. Can be used for extended periods at temps. up to 450°F 
and for shorter periods at 500°F.

Case Quantity - 6 cans

Sold Each

For Industrial / Professional Use Only

Keep Out Of Reach Of Children

Always Read Label For Complete Directions And Precautions

CAUTION: CONTENTS UNDER PRESSURE. KEEP OUT OF
REACH OF CHILDREN. UNCURED SEALANT IRRITATES EYES
ON DIRECT CONTACT. SEE BACK PANEL FOR ADDITIONAL
PRECAUTIONS. OUTER CONTAINER IS PRESSURIZED WITH A
FLAMMABLE HYDROCARBON PROPELLANT. DO NOT
REMOVE RUBBER PLUG.

Net Wt. 7.25 oz. (205 g)

• 100% R.T.V. Silicone
• Pressurized Dispenser
• Insulates Electrical Components
• Caulks Around Tubs, Sinks, Etc.
• Temperature Range -60°F to +450°F
• Insulates, Seals & Patches
• Bonds Most Material

R.T.V.
Clear

Gasket Maker & Sealer

Maintenance Magic
INC.

I
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CAUTION: CONTENTS UNDER PRESSURE. KEEP OUT OF
REACH OF CHILDREN. UNCURED SEALANT IRRITATES EYES
ON DIRECT CONTACT. SEE BACK PANEL FOR ADDITIONAL
PRECAUTIONS. OUTER CONTAINER IS PRESSURIZED WITH A
FLAMMABLE HYDROCARBON PROPELLANT. DO NOT
REMOVE RUBBER PLUG.

Net Wt. 7.25 oz. (205 g)

• 100% R.T.V. Silicone
• Pressurized Dispenser
• Insulates Electrical Components
• Caulks Around Tubs, Sinks, Etc.
• Temperature Range -60°F to +450°F
• Insulates, Seals & Patches
• Bonds Most Material

R.T.V.
Clear

Gasket Maker & Sealer

Maintenance Magic
INC.

I
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CAUTION: CONTACT WITH UNCURED SEALANT CAUSES
IRRITATION. CONTENTS UNDER PRESSURE. OUTER
CONTAINER IS PRESSURIZED WITH A FLAMMABLE
HYDROCARBON PROPELLANT. DO NOT REMOVE RUBBER
PLUG IN BOTTOM OF CONTAINER. SEE OTHER CAUTIONS
ON BACK PANEL. KEEP OUT OF REACH OF CHILDREN.

Net Wt. 7.25 oz. (205 g)

• 100% Low Volatile R.T.V. Silicone
• Meets GM and OEM Specifications
• Safe to Use on Oxygen Sensor Equipped Vehicles
• Pressurized Dispenser  Makes Any Size or Shape

Gasket Instantly
• Remains Permanently Flexible at Temperatures

from -60°F to +500°F
• Eliminates Need to Stock Conventional Gaskets & Seals
• Reduces Downtime - Gets Equipment Back in Operation

LOW VOLATILE

R.T.V.
Black

Sealant • Caulk • Adhesive • Gasket Maker

Maintenance Magic
INC.

I
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SEALS • BONDS • INSULATES
FLEXIBLE • EASY TO USE • ECONOMICAL • ELIMINATES WASTE

CAUTION: CONTACT WITH UNCURED SEALANT CAUSES
IRRITATION. CONTENTS UNDER PRESSURE. OUTER
CONTAINER IS PRESSURIZED WITH A FLAMMABLE
HYDROCARBON PROPELLANT. DO NOT REMOVE RUBBER
PLUG IN BOTTOM OF CONTAINER. SEE OTHER CAUTIONS
ON BACK PANEL. KEEP OUT OF REACH OF CHILDREN.

Net Wt. 7.25 oz. (205 g)

• 100% Low Volatile R.T.V. Silicone
• Meets GM and OEM Specifications
• Safe to Use on Oxygen Sensor Equipped Vehicles
• Pressurized Dispenser  Makes Any Size or Shape

Gasket Instantly
• Remains Permanently Flexible at Temperatures

from -60°F to +500°F
• Eliminates Need to Stock Conventional Gaskets & Seals
• Reduces Downtime - Gets Equipment Back in Operation

LOW VOLATILE

R.T.V.
Black

Sealant • Caulk • Adhesive • Gasket Maker

Maintenance Magic
INC.
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SEALS • BONDS • INSULATES
FLEXIBLE • EASY TO USE • ECONOMICAL • ELIMINATES WASTE

Aerosols
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Aerosols & Chemicals S04

R.T.V. Gasket Maker & Sealer
With Spray Can Application

Comparison Test Against 3 oz. and 12 oz. tubes
12 oz. SqueezeTube

	
	 1. Fill Wt					     12 ounce
	 2. Dispensed Wt				    9-1⁄2 ounce
	 3. Total Feet Dispensed			  42 feet of material (504 inches)
	 4. Feet Dispensed/per ounce		  4.4 feet
	 5. Product Retention in Tube		  2-1⁄4 ounce or 21%

3 oz. Squeeze Tube

	 1. Fill Wt					     3 ounce
	 2. Dispensed Wt				    2.4 ounce
	 3. Total Feet Dispensed			  9 feet of material (108 inches)
	 4. Feet Dispensed/per ounce		  5 feet
	 5. Product Retention in Tube		  .6 ounce or 20%

Maintenance Magic 8 oz. Automatic Tube

	 1. Fill Wt					     8 ounce
	 2. Dispensed Wt				    7-1⁄2 ounce
	 3. Total Feet Dispensed			  60 ft of 1⁄8 in. bead (720 in.*)
	 4. Feet Dispensed/per ounce		  7.7 feet
	 5. Product Retention in Tube		  1⁄2 ounce or 6%
	 *This figure increases to 1056 inches when the product is used with the
  	   threaded taper nozzle attachment (IBS No. RL16065).

All Measurements Are Based On Average Results

Based on actual material in place. Maintenance Magic's pressurized can is 
far more economical in shop use. No more broken squeeze tubes because 
Maintenance Magic's can dispenser protects product and allows 98% of 
product to be used.

Aerosols
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R.T.V. Hi-Temp Red Gasket Maker & Sealer
With Spray Can Application

IBS No. 74153
R.T.V. Gasket Maker & Sealer is a single component room temperature vulcanizing silicone rubber. 
When applied as a formed-in-place gasket, it reacts with moisture in the air and cures to a rubber like 
product. RTV will adhere to clean metal, glass, most types of wood, silicone resin, vulcanized silicone 
rubber, ceramic, natural and synthetic fiber as well as painted and many plastic surfaces. R.T.V. Gas-
ket Maker & Sealer has the convenience of a spray which means no more messy tubes and much less 
waste. With R.T.V. Gasket Maker & Sealer you can lay down a precise bead every time and claim 98% of 
R.T.V. from every can. Seals, bonds, and caulks. Makes any shape and size gasket on the spot.

Long Life Expectancy - in excess of 10 years.
Excellent Resistance To Weathering, vibration, mois-
ture, ozone, and extreme temperatures. Can be used for 
extended periods at temperatures up to 600° F and for 
shorter periods at 650° F. Tests have shown that even after 
2 months at 600° F or one week at 650° F, the sealant 
remains rubbery.

Physical Properties - Tack-free in 15 minutes, complete 
cure in 24 hours (1⁄8" thickness). Uses moisture in the air to 
cure.
Tensile Strength - 350 psi.
Elongation - 500%

Applications & Uses - Bonds glass, wood, plaster. Seals 
windows, doors, and seams in RV’s and campers. Caulks 
around sinks and toilets. Seals cracks in tiles. Great for 
waterproofing. Seals water pipes and drain pipes. Insulates 
electrical connections.

Case Quantity - 6 cans

Sold Each

For Industrial / Professional Use Only

Keep Out Of Reach Of Children

Always Read Label For Complete Directions And Precautions

CAUTION: CONTACT WITH UNCURED SEALANT CAUSES
IRRITATION. CONTENTS UNDER PRESSURE. OUTER
CONTAINER IS PRESSURIZED WITH A FLAMMABLE
HYDROCARBON PROPELLANT. DO NOT REMOVE RUBBER
PLUG IN BOTTOM OF CONTAINER. SEE OTHER CAUTIONS
ON BACK PANEL. KEEP OUT OF REACH OF CHILDREN.

Net Wt. 7.25 oz. (205 g)

• 100% R.T.V. Silicone - Industrial Strength Sealant
• Pressurized Dispenser  Makes Any Size or Shape

Gasket Instantly
• Eliminates Need to Stock Conventional Gaskets & Seals
• Remains Permanently Flexible at Temperatures

from -60°F to +500°F
• Reduces Downtime - Gets Equipment Back in Operation
• 100’s of Gaskets & Seals in Each Can

HIGH-TEMP

R.T.V.
Red

Sealant • Caulk • Adhesive • Gasket Maker

Maintenance Magic
INC.

I
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SEALS • BONDS • INSULATES
LOW VOLATILE • FLEXIBLE • EASY TO USE • ECONOMICAL

Aerosols & Chemicals S04
Aerosols
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R.T.V. Low Volatile Blue
With Spray Can Application

IBS No. 74631
R.T.V. Gasket Maker & Sealer is a single component room temperature vulcanizing silicone rubber. 
When applied as a formed-in-place gasket, it reacts with moisture in the air and cures to a rubber like 
product. RTV will adhere to clean metal, glass, most types of wood, silicone resin, vulcanized silicone 
rubber, ceramic, natural and synthetic fiber as well as painted and many plastic surfaces. R.T.V. Gas-
ket Maker & Sealer has the convenience of a spray which means no more messy tubes and much less 
waste. With R.T.V. Gasket Maker & Sealer you can lay down a precise bead every time and claim 98% of 
R.T.V. from every can. Seals, bonds, and caulks. Makes any shape and size gasket on the spot.

Aerosols & Chemicals S04

For Industrial / Professional Use Only

Keep Out Of Reach Of Children

Always Read Label For Complete Directions And Precautions

Case Quantity - 6 cans

Sold Each

CAUTION: CONTENTS UNDER PRESSURE. KEEP OUT OF
REACH OF CHILDREN. UNCURED SEALANT IRRITATES EYES
AND SKIN ON DIRECT CONTACT. OUTER CONTAINER IS
PRESSURIZED WITH A FLAMMABLE HYDROCARBON
PROPELLANT. DO NOT REMOVE RUBBER PLUG.

Net Wt. 7.25 oz. (205 g)

• 100% R.T.V. Silicone
• Pressurized Dispenser
• Insulates Electrical Components
• Permanently Flexible
• Temperature Range -60°F to +450°F
• Eliminates Gaskets
• Reduces Down Time
• Contains No CFC’s

R.T.V.
Blue

Gasket Maker & Sealer

Maintenance Magic
INC.

I
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Aerosols

This Blue R.T.V. Sealant-Adhesive can be used on metal, glass,
ceramics, wood, rubber and most plastics. As an instant gasket maker,
this product replaces a wide range of cork, paper, asbestos, felt and
metal gaskets. This product has excellent adhesion characteristics &
high chemical resistance.It will not sag or shrink and is impervious to
temperature extremes.

FORMS IN-PLACE GASKETS FOR:
     • Oil & Transmission Pans • Gear Boxes
     • Oil & Water Pumps             • Compressors
     • Valve & Timing Chain Covers       • Machine Covers
     • Electric Motors & Electrical Control Boxes

DIRECTIONS
1. Surface must be clean, dry and free of oil, tar, dirt & dust for best
    adhesion.
2. Hold can at 45° angle and apply a continuous bead of 1/16” to 1/8”
    to the mating surface, encircling all bolt holes.
3. For adhesion to both parts, assemble immediately.
4. Assemble parts, but do not squeeze gasket out by over-tightening
    bolts.
5. Starts to cure immediately, fully cures in 24 hours and reaches
    optimum strength in 7 days.

NOT RECOMMENDED FOR USE ON:
Cylinder heads, exhaust manifolds, intake manifolds. carburetors, or
continuous immersion in gasoline.

CAS NUMBERS: Polydimethylsiloxane (CAS#63148-62-9), Crystalline
Silica (CAS #7631-86-9), Methyl Tris Silane (CAS# 22984-54-9),
Dihydroxypolydimethylsiloxane (CAS# 63148-60-7)

CAUTION: CONTACT WITH UNCURED SEALANT CAUSES
IRRITATION. In case of contact with skin, wipe off and wash with soap
and water. In case of eye contact, immediately flush with water for 15
minutes. Call a physician immediately. Use with adequate ventilation.
Contents under pressure. Do not puncture or incinerate. Do not store in
automobiles, in direct sunlight or any other area with temperatures
above 120°F. Outer container contains blend of hydrocarbon
propellants (Flammable Gas). KEEP OUT OF REACH OF CHILDREN.

Leave a small bead of material which wil form a
sealing “plug” for reuse. To use, gently pull “plug”
and begin to use material. If plug breaks leaving
the dispensing tip sealed, use a paper clip or
other wire object to remove and loosen the
remainder of the cured material.


